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	TC35i( leaded)
	TC35i (lead-free)

	Components
	Common components
	All hardware components are fully 
compliant with the EU RoHS Directive

	Hardware
	Components and PCB are leaded
	Components and PCB are Lead-free

	Firmware Version
	Ver2.07，Ver2.20 or lower 

The old firmware cannot be loaded into the new hardware platform.
	Up to Ver3.01 or higher

The new firmware cannot be loaded into based on the lead hardware releases


	Add AT command
	No  at^snfg
	Add one command:  at^snfg 

	At command time space
	a pause of 100ms is required between the response to the last command (e.g. OK)

and the next command.

But the pause of time is lower than 100ms is OK.

Mean the leaded module compatibility is better
	a pause of 100ms is required between the response to the last command (e.g. OK) and the next command.

But the pause of time is lower than 100ms will be fail

Mean the lead-free module compatibility is poor

	SMS storage
	First storage to ME(default), ME is full, then store to SM , SMS storage sequence by at+cpms set, No astricted by at^ssmss
	First storage to ME(default), ME is full, then store to SM , SMS storage sequence by at+cpms and at^ssmss set. If at^ssmss=0, set at+cpms is no use.

If set  at+cpms=ME,ME,MT and at+cpms=SM,SM,SM 
then the TC35i module is full by 25 pcs SMS. The 25 pcs SMS content is F. after set the two commands, module will save the SMS to SM.




